
RatedPower(hp)
0.100.100.300.300.300.330.551.20

60,00085,00025,00030,00035,00020,00015,00018,000

FreeSpeedRPM
Weight(kg)

0.070.40.360.360.360.61.61.7

Length(mm)
136143152152152145340320

Configuration

1/8" collet1/8" collet1/4" collet1/4" collet1/4" collet6mm collet6mm collet6mm collet

AirConsumptionCFM
22.215151591226

RecommendedHose Size(mm)
558888812

DIE GRINERS (ANGLE)

DIE GRINDERS (STRAIGHT)

FreeSpeedRPM
Weight(kg) Length(mm) Configu-ration AirConsu-mptionCFM

Recom-mendedHose Size(mm)
Side to CenterDistance(mm)

1/4" collet1/4" collet1/4" collet
151515

19.019.019.0
888

1/4" NPT1/4" NPT1/4" NPT

AirInletSize
12,00014,00020,000

0.50.50.5
155155155

HeightOverSpindle(mm)
64.0064.0064.00

FreeSpeedRPM
Weight(kg) Length(mm) WheelCapacity(mm)

1500018000 1.61.7 315295

AirConsumptionCFMDia Thickness
6363 2020

RecommendedHose Size(mm)
812

HORIZONTAL GRINDERS

ANGLE GRINDERS
RatedPower(hp)

Free SpeedRPM
Weight(kg) Length(mm) WheelCapacity(inch)

AirConsumptionCFM
AirInletSize

RecommendedHose Size(mm)
20,00012,0009,00012,0007600

0.71.21.21.82.8

154195224305315

3"4"4"4"7"

1426432633

810101212

1/4" NPT1/4" NPT1/4" NPT1/4" BSP 1/4" NPT

Model

GH011A-600-17980-A325SC4330SC4335SC42GL(C)-2000035GR(C)-15000301GR(C)-18000

RatedPower(hp)
Model

312AC4314AC4320AC4
0.300.300.30

RatedPower(hp)
Model
35GR (S) - 15000301GR (S) - 18000 0.551.20

Model

G1A200RP63G2A120RP64G2A090RP64301AGR-12000701AGL - 7600

0.30.71.01.21.4

GRIND
ERS

GR
IND

ERS GRINDERS

1

FreeSpeedRPM
Weight(kg) Length(mm) AirConsumptionCFM

4,500 1.7 329 32

RecommendedHose Size(mm)
8

AirInlet Size
1/4" NPT

SPECIAL GRINDERS
RatedPower(hp)

Model
8067-E1 0.70

1216

Configuration : 3/8" called, 3/8-24 Spindle Thread

0 -8 67 E1

G1A2 0RP630

35 -15 0
GR(S) 0 0

13 2AC4

C330S 4

GH01 A 0 -11 -6 0

G (C - 8
301 R ) 1 000

3 AGR-120 0
01

0

Performance figures are at 90 psi (620 kPa) air pressure

Ingersoll RandWadcoIngersollRandWadco

DRILLS
* 30% of air consumption at full load. # Reversible ModelCollets for model 2RL(C) : Available from 3.2 mm to 6.3 mm in steps of 0.1 mmStandard collet : 6 mm Horse Power at approximately 50% of free speed.Straight drills also available without lever as 2LDX and 251LDX models.78 series are also available in reversible model

Model ChuckCapacitymmSTRAIGHT HANDLE

1.2 5.02LD-1000 10 1000 2050.33

0.9 5.02LD-2500 6 2500 1700.33 0.9 5.02LD-3800 6 3800 1700.33 1.1 6.0251LD-2000 10 2000 1950.55 1.1 6.0251LD-3000 10 3000 1950.55

0.5 3.51S30MF4 6 3000 2150.25

FreeSpeedrpm
20LB* 310

Capacity in steel Drillingmm

LARGE ANGLE DRILL

1.01.01.0
5.05.05.0

2PD-25002PD-38002PD-15000
666

2500380015000
160160175

0.330.330.33 1.091.131.21.2
4.04.06.06.0

IR7802AIR7802AKC251PD-2000251PD-3000
10101010

2000200020003000
198163185185

0.500.500.550.55 1.42.3 4.09.0IR7803A3P-800 1313 500800 2292400.500.86

0.60.60.70.7
4.04.04.04.0

IP38ST41ALI11P09ST41P06ST4
6666

38002800900600
168168181181

0.250.250.250.25

PISTOL TYPE

Model

FreeSpeedrpm
MotorPower(H.P.)

Reamingmm
22 16

Weightkg

Weight
kg

AverageAir Cons.cfm*
OverallLengthmm

RIGHT ANGLE TYPE
1010IR7804RIR7807R

0.5 3.56 3700 2210.25 0.5 3.5ILJ1A1ILL1A1 6 2700 2340.25 12000.50 18000.30 1.2 4.0213 1.1 4.0206

30 46

Side to CenterDistancemm
CFMHeight over spindlemm

5526.69

DR
ILL

S DRILLS

LARGE
DRILLS

LAR
GE

DR
ILL

S

2L -25
D

00

2
- 50

PD 2
0

IR78
K11 C

2
B0L

*No. 2 Morse taper
**No. 3 Morse taper

LARGE DRILLS

Performance figures are at 90 psi (620 kPa) air pressure

IR7807R

2

20SLB** 310 22 16 30 465528.05
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DriveDescriptionModel

211/WI212/WIIR2115PTiIR2135PTi2141P2925B2Ti2925P3Ti2934B92950B7

FreeSpeedRPM
MaximumTorgueNm

Handle Recomm.TorgueRangeNm
WeightlessSocketKg

SizeHoseRecomm.Mm
CFM

3/8" Square3/8" Square3/8" Square1/2" Square3/4" Square1" Square1" Square1" Sq. at 90 Deg.1 ½ " Square

SPPPPSPSS

100001000015000950072506500520053003750

20324433984814922170197216244080

27-17027-20334-31268-814271-1220475-1904476-1496678-13552170-3390

1.11.31.11.63.26.45.516.214.8

101010101313131919

2.52.54.05.03160604770
588A1599A1 2 ½ " Square3 ½ " Square

LeverLever 355295 67,800108,500 16,270-33,90032,250-57,000 97.5272.0 2538 155375
5980A1 1 ½ " Square Lever 830 13560 3119-7460 39.9 19 138

Series 22 Drills have 3/8" NPT air inlet, 1/2" (13 mm)size hose recommended. Series 33S and 44 Drills 1/2" NPT inlet, 3/4" (19 mm) size hose recommended.Series 551 Drills have 1" NPT air inlet; 1" (25mm) size hose recommended.

Model FreeSpeedrpm22JA122KA122MA222NA133SJA33SKA33SMA44SMA551SMA551SOA

102572535028045030018515512077

36363636474749597575

55555555858585102160160

Side to DistanceCenter
mm

CFMHeight over spindlemm416448473517355355427463556556

Capacity in steel Drillingmm Reamingmm141422222532325176Heavy

101116162425325164Heavy

Weightkg
6.806.926.467.4811.711.714.119.831.331.5

934B9
2

599A1

2 2 B2 i
9 5

T
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LARGE DRILLS

22M 2A

Performance figures are at 90 psi (620 kPa) air pressure3
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CHIPPING HAMMERS

SAND RAMMERS

SCALERS/NEEDLE SCALERS

Model Type Weight w/ButtKg Barrel Boremm Piston Strokemm Butt Diametermm CFM
130A1M241A1M341A1M441 A2

BenchFloor––
5.2412.215.821.4

25334151
63102102102

––146146
14292936

Model
"W" Series Heavy Duty Chipperswith 0.580" Hex Nozzle - to use Hex Shapk Round Collared Accessories

Weight LessChiselkg.
Lengthmm. PositionStrokemm.

Boremm. HoseConnector Pipe Tap (in)
Size HoseRecomm.mm.

CFM

W1A1W2A1W3A1W4A1
6.697.037.547.94

403416464489
255176102

28282828
2500230017251480

BlowsperMinute

3/83/83/83/8
13131313

28282929
With 0.680" Round Nozzle - to use Round Collared AccessoriesW1A2W2A2W3A2W4A2

6.697.037.547.94
403416464489

255176102
28282828

2500230017251480
3/83/83/83/8

13131313
28282929

Model WeightLess ChiselKg
PistonStrokemm

Boremm Blows/min Hose SizeConnectorin
Lengthmm HoseRecomm.mm

CFM
SCALERS

K2LA1K2LA1SA 2.723.63 276305 4444 2222 36003600 1/41/4 1313 1818
With 0.580" Hex Nozzle-for use with Hex Shank Oval Collar Chisels

With 0.680" Round Nozzle-for use with Round Shank Oval Collar ChiselsK2LA2K2LA2SA 2.723.63 276305 4444 2222 36003600 1/41/4 1313 1818

NEEDLE SCALERS172LNA1182LNA1 2.382.61 349381 1427 2424 55004000 1/41/4 88 1213

172L*182G182L*
1.692.411.84

194325229
142727

242424
550040004000

1/41/41/4
888

121313

PISTOL GRIP SCALERS170PG180PG170PG-CS#180PG-CS#
3.04.02.53.0

314343315315
36393639

24292429
3000220030002200

1/41/41/41/4
8888

5.585.58
* Throttle is lever type# ½" Square shank is standard on both units (5/8 hex is optional for the 180 PG-CS)

SCALERS/NEEDLE SCALERSSCALERS/NEEDLE SCALERS

3W
A2

1M
130A

K L 2 A
2 A S

172LNA1

80 G
1

P

Performance figures are at 90 psi (620 kPa) air pressure

For Needle Scalers kit, please order182K1 comprising 182L scaler, set of 19 needles (5"&7" long), one (angle, straight, flat) chisel and vinyl carrying case.

4
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PAVEMENT BREAKERS
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IR breakers have 30% less parts and wear items than conventional breakers.

/1 8MX60A 1 x 6 31.4 686 52.3 146 1250 3/4 NPT 751/4MX60B 1 x 6 31.4 686 52.3 146 1250 3/4 NPT 751/8MX90A 1 x 6 39.0 686 66.5 146 1250 3/4 NPT 891/4MX90B 1 x 6 39.0 686 66.5 146 1250 3/4 NPT 89
Air inlet: 3/4” NPT.Size Hose Recommended: 3/4” (for hose lengths exceeding 50’, use larger dia. hose).Please add suffix 'F' for Vibration reducer flex handle option (Ex=MX60BF)

Model Chuck sizeHex w/Collarin.
Weight w/oAccessorykg

Length w/oAccessorymm
PistonBoremm

PistonStrokemm
Blows perMinute AirConnectionin.

CFM

Advantages, Inside and Out:State-of-the-art composite materials are usedto eliminate rust and to ensure consistentperformance of valve and throttle.

Four-bolt backhead:Contoured to fit the operator’s leg, and iseasily removed for routine maintenance.

Internal lubricator:For continuous tool protection.

Ergonomically designed:Handles, grips, throttle lever, and breakerhousing provide maximum operatorcomfort and productivity.

Drop-in valve cartridge:Simplifies maintenance and reduces overalloperating cost.
Power-Strok™ piston cycle:Transfers blow energy directly to the toolimproving productivity

Patented anvil bushing:Delivers superior control and is the only unit on themarket which can be serviced without a press!

One-piece breaker housing:Eliminates the need for side rods and springs.Fewer parts mean lower operating cost.
Unique metallurgy:Cylinder area work-hardens as the tool is used,increasing wear resistance.Variable exhaust deflector:Rotates 360°, allowing the operator to choose thedirection of the exhaust air.

Competitive brand breaker Ingersoll-Rand 60 and 90 lb Breaker

ROCK DRIL

RO
CK

DR
IL

Shank Size Weight w/o Length w/o Blows per Air Intel Water Max Bit Max Hole Piston AirPart / Model Hex w/Collar Accessories Accessories Minute Size Intel Size Diameter Depth Stroke Bore Size ConsumptionNumber mm kg mm mm mm mm m mm mm L/s (CFM)
Y 18 22 x 108 18 550 1800 19 8 42 2 45 58 25
YT 23 22 x 108 23 628 – 25 13 42 5 60 76 80
YT 24 22 x 108 24 678 1860 19 13 42 5 70 70 66
YT 28* 22 x 108 26 661 2160 25 13 42 5 60 80 81

Air-Leg's  made from aluminum alloy, is lightweight and easy to use. The pressure regulating valve allows the leg to conveniently be extended or retracted as needed.

FT160A 17 1668 1338 YT23, YT28
Part/ModelNumber Weightkg Lengthmm (in.) Inner ExtensionLengthmm

For UseWith:

AdjustableThrottle DirectionalExhaust Heavy DutyHousing LatchRetainer

Performance figures are at 90 psi (620 kPa) air pressure

* YT28 comes standard with FT160A 'Air-Leg' enabling drilling horizontally and on an incline.

Performance figures are at 90 psi (620 kPa) air pressure

(YT 28)

(Y18)
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Three Phase (dual Speed)
BaseModel CapacityKg Chainfalls Liftspdfpm

Motorhpused
wt(1)kg

QC50-1ND12QC50-1ND25QC50-1HD25QC50-1ND50QC100-1HD50QC50-2ND100QC100-1ND100QC100-2ND200QC300-1ND200QC200-2ND300QC300-2ND400QC500-2ND500

1252502505005001000100020002000300040005000

111112121222

26.5/526.5/541.5/6.630/553/1315/2.526.5/6.613/3.526.5/6.613/2.513/3.510.5/2.5

0.30.61.21.42.41.42.42.44.83.64.84.7

323435345842628196109129129
"Single Phone, Single Speed Hoist also available Please replace "S" in place of D for single speed .e.g. QC50-1HD25 willbecome QC50-1HS25
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! Design Features:
! Ul and C-UL listed. Complete unit listed number is 5D48
! Meets I-R's interpretation of ANSI B30.16 and pertinent European FEM standards.
! Small compact light weight, high tensile strength, die cast aluminum housing
! NEMA 3R hoist enclosure and NEMA 4X pendent en closure can be used outdoors.
! Universal tread trolley wheels fit tapered or flat flange beams.
! Hook, eyebolt, push trolley or motorized suspensions
! Safety lugs on all trolleys.
! Anti-tip lugs on motorized trolleys.
! Well balanced, modular design.
! Options:
! Trolley brake.
! Chain Container
! Extra Power cord lengths.
! Geared limit.
! Handy Handle.
! 110 Volt controls.
! Inertia type mechanical load brake.
! Pendent with vertical aligned buttons
! Pendent with additional 2 or 4 aligned buttons.
! Bullard top and bottom hooks.
! Inertia type mechanical load brake. This option specifies a bolt-on 

inertia mechanical load brake. The inertia type brake responds to 
overspeed of the load. It's similar in function to many safety devices 
including elevator safety brakes and automotive seat belts. of a 
dual brake is required this option is ideal as it does not reduce duty 
cycle, from heat created by drag, or require adjustment to 
compensate for wear.

1/8-5 metric ton lifting Capacity

QUANTUM SERIES ELECTRIC CHAIN HOIST

(1)  10 Feet lift capacity only.

1. Eye bolt suspension

3. Gear case

2. Overload clutch

4. Chain guide and wheel

5. Load chain 9. Limit switches
8. Electrical controls

7. Brake

6. Motors

For model selection, please refer model driver on page -11

Eye bolt and Hook Suspension

Moterized trolley Suspension

Plain trolley with Hook Suspension

MANUAL CHAIN PULLEY BLOCK

MA
NU

AL
CHA

IN
PUL

LEY
BLO

CK

Note:Standard lift 10 feet

ModelNo. Capacity
SPECIFICATIONS

Metrictons lbs
Pull to liftrated loadlbs

Chain o 'hauledto lift load1 ft
Net wt of chainper ft of liftlbs

No. ofChainfalls
Loadchain sizemm

Ship wtw/10 ft of lift lbs
SMA005 ½ 1100 48 25 .55 1 6.3 x 18 18SMA010 1 2200 75 39 .55 1 6.3 x 18 26SMA015 1½ 3300 84 58 .80 1 8.0 x 24 39SMA020 2 4400 81 75 1.10 2 6.3 x 19 35SMA030 3 6600 90 116 1.60 2 8.0 x 24 55SMA050 5 11000 97 187 1.40 2 10.0 x 30 86

A NEW design for today’s job site, with safety and performance in mind. Meets or exceeds world specifications including ASME B30.16. A value line product with premium features at a great price.
& Unique Overload Protection to deter and reduce downtime and repair costs resulting from abuse.
& All steel, low headroom, light weight construction.
& Self-adjusting disc type double pawl mechanical load brake.
& Hardened roller bearings for maximum efficiency and durability.
& Improved 4 layer finish of nickel, copper, nickel, and chrome
& complementing our Silver Series lever hoist companion product.
& Ideally suited for the Rental and Construction markets.
& Standard lift (L) is 10 feet, Hand chain drop (D) is 2 feet less than lift (unless specified).

SMA Series Manual Chain Hoist Features

ModelNo. CapacityMetrictons lbs
Pull to liftrated loadlbs

New wt of Chain per ft of liftlbs
No. ofChainfalls

Loadchain sizemm
Ship wtw/10 ft of lift lbs

SL100 1/2 1100 77 0.36 1 5.0 x 15.0 11.2SL150 3/4 1650 68 0.53 1 6.0 x 18.0 15.5SL200 1 2200 64 0.53 1 6.0 x 18.0 15.4SL300 1-1/2 3300 73 11.73 1 7.1 x 21.2 24.3SL600 3 6600 75 1.48 1 10.0 x 30.0 44.1SL1200 6 13200 81 2.95 1 10.0 x 30.0 67.1
Standard lift 5, 10, 15, and 20 ft

SL Series Lever Chain Hoist FeaturesOur value priced lever hoist with industrial rated performance. One hand operation with the best free chaining available. If a load is applied in the free chain mode, the brake will automatically engage, minimizing operator setup error.
& 1/2 - 6 ton capacities.
& All steel construction.
& 360 degree handle rotation.
& Rubber handle grip in all sizes.
&  Reliable disc brake.
& Premium grade 100 alloy load chain.

& Hardened swivel–latch hooks.
& Light weight.
& Low handle force.
& Short handle stroke.
& Standard lifts of 5, 10, 15, and 20 feet. Longer lifts available.

LEV
ER

CHA
IN

HO
IST

SPECIFICATIONS

LEVER CHAIN HOIST 

For Yo ruS fetya
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VACU EASY LIFT
Model VM80 VM100/120/140 VM150/80 VM 200/23C VM 250 VM2160/2180 VM300
Lifting cap <c 20 30/40/60 30/40/50 60/80 60/80 100/120 100/12C 180 20 160 270Length of lift tube mn 2000 2500 4000 2500 4000 2500 400C 2500 2500 4000 2500Ømn 80 100/120/140 100/120/140 160/180 160/180 200/230 200/23C 250 2 X 60 2 X 180 300L max mm 2240 2670 4170 2690 4190 2690 419C 2690 2630 4130 2690L min mm 740 870 1570 890 1590 990 179C 1190 830 1530 1190Lifting height mm 1500 1800 2600 1800 2600 700 240C 1500 1800 2600 1500

Extended New Lifehandle Flexed extension up to800+800 mm standard Flexed extensions up to 800 + 800 mmStandard
Flexed extensions up to800 + 300 mmStandard

NotavailableNotavailable Availableon request NotavailableVAC
UE

ASY
LIF

T

VACUUM PUMPS
Pump Power Depression Weight Tube Dimensionsunit @ 50 Hz @60 Hz model 1 x w x h(kw) (kw) (mbars) (kg) (mm)
SA 200/2 1.1 1.3 720 49 VM 80 500x380x420SA 320/2 2.2 2.55 550 34 VM 100 - 160 535x335x450SA 350/2 3.0 3.45 630 41 VM 160 - 2180 630x335x450SA 450/2 5.5 6.6 650 67 VM 160 - 2180 700x420x520

10320 380x230 mm (15 x 9") Sacks 

10700* 200x320 mm (7.9 x 12.6*)10710* 200x290 mm (7.9 x 11.4*)

VM 160 VM180

MLK&
HLKSE

RIESA
IRCHA

INHOI
ST Benefits of using an lngersoll-Rand Ari chain hoist:

! 100% duty cycle. Air hoist can be opearated continuously, as air motors don't heat up!
! Environment. dust, dirt, moisture and corrosive gases are kept out of the motor by the air pressure that runs it. This basic fact makes air hoists the first choice in foundries,electroplating shops, and other dusty & corrosive environment.
! No electrical hazard. As no electricity is used, the freedom from electrical shock and the use of air power in explosive environments are obvious advantages. This is why air hosts are use extensively in flammable environments found in chemical plants, refineries, etc. Spark resistant models are also available.
! Accurate load spotting. Simple pull chain speed and directional controls provide precise spotting capabilities. Easy to operate pendent air valves provide control signal with adjustable response by variable orifice. For even more precise control MLKS slow models are available.
! Low maintenance. Ingresoll-Rand air chain hoists are designed and constructed for trouble-free maintenance. the inherent durability of air power contrasts with the potential problem of electrical systems.

ML
K&

HLK
SER

IES
AIR

CHA
IN

HO
IST MLK & HLK SERIES AIR CHAIN HOIST

Model No. Lifting Speed at Rated Load (fpm)up downMLK Series ML250KSML250KML500KSML500KML1000KSML1000K

40.0101.022.055.011.028.0

90.0117.066.097.033.049.0

Capacitykg
25025050050010001000

Lifting Speed at No Load (fpm)up down
71.0171.044.0106.022.053.0

53.099.032.059.016.030.0

Weight*kg
21.821.821.821.827.727.7

HLK Series HL1500KHL2000KHL3000KHL4500KHL6000K

16.013.08.04.63.5

26.018.013.010.07.6

15002000300045006000

28.020.014.010.58.4

16.013.08.06.64.8

39.056.656.683.5106.1
* Without Suspension

Series
MLKR and HLKR Series - Spark Resistant ModelML250KRML500KRHL100KR

CapacityKg
2505001000

20. High strengthaluminum housing
19. Heat treatedplanetary gearing

18. Manual brakerelease kit (optional)
17. Dependable non-asbestosself-adjusting disc brake

16. Exhaust air chain lubrication
15. Buil-in, cross-Ink portection
14. Upper and lower limit stops

13. Chain container
12. Link load chain

11. Two-piece, single-linehook block

1. Latch type swivelhooks-top and bottom
2. Anti-friction bearings

3. Internal muffer
4. Inlet swivel,strainer and filter

5. Precision throttle valves
6. 100% Duty Cycle MultiVane® motor (Seven Vane)

7. Control adjustment screws

8. Pull chain control

9. Pilot pendentcontrol
10. Guardedpendent handle

KS = Slow speed modelsStandard-Lift 10 feet (Extra lift optional)Standard-Pendent / Pull chain control 6 feet(Extra length optional)
For model selection, please refer model driver on page -15

Performance figures are at 90 psi (620 kPa) air pressure

SPARK RESISTANT MODELS



Model Performance Max Input Max Output Grease Includedno. Rating Pressure Pressure Computerpsi psi
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IRAX SPRING BALANCERS
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Model Capacity Weight Liftno. kg kg mm
BLD-1 0.4-1 0.6 1600BLD-2 1-2 0.6 1600BLD-3 2-3 0.7 1600

! Rotary hook.
! Adjustable capacity and stroke limiting device.
! Self lubricating bushings.
! Auxiliary safety suspension.

Light Duty - Capacity 0.9 to 6.6 lbs (0.4 to 3 kg)

LIGHT DUTY SPECIFICATIONS

Model Capacity Weight Liftno. kg kg mm
BMDS-2 1-2.5 2.0 2000BMDS-4. 2-4 2.0 2000BMDS-6 4-6 2.3 2000BMDS-8 6-8 2.5 2000

MEDIUM DUTY SPECIFICATIONS

! Safety device prevents dropping of load due to spring breakage (except BMDS-2)
! Anti-friction cable guide.
! Adjustable stroke limiting device

Medium Duty - Capacity 2.2 to 26.5 lbs (1 to 12 kg)

Model Capacity Weight Liftno. kg kg mm
BMDL-4 2-4 2.9 2500BMDL-6 4-6 3.2 2500BMDL-8 6-8 3.5 2500BMDL-10 8-10 3.7 2500BMDL-12 10-12 4.0 2500

MEDIUM DUTY LONG LIFT SPECIFICATIONS
Heavy Duty - Capacity 22 to 143 lbs (10 to 65 kg)

HEAVY DUTY SPECIFICATIONS

! Safety device prevents load dropping due to spring breakage
! Upper suspension with rotary safety hook.
! Precision guided cable winding prevents jamming.
! Anti-friction cable guide.
! Manual locking device for instant clamping or release.
! Worm screw capacity adjustment.
! Spring drum assembly.
! Optional floor controlled locking device available (BIL 7343)
Model Capacity Weight Liftno. kg kg mmBHD-15 10-15 10.3 2000BHD-20 15-20 10.6 2000BHD-25 20-25 11.2 2000BHD-30 25-30 11.5 2000BHD-35 30-35 11.8 2000BHD-45 35-45 12.4 2000BHD-55 45-55 12.5 2000BHD-65 55-65 13.6 2000

Intermediate Duty- 22 to 55 lbs (10 to 25 kg)
! Safety device prevents load dropping due to spring breakage.
! Adjustable stroke limiting device.
! Upper rotary suspension
! Safety hook
! Anti-friction cable guide
! Auxiliary safety suspension
! Auxiliary safety suspension
Model Capacity Weight Liftno. kg kg mm

INTERMEDIATE DUTY SPECIFICATIONS

BIDS-15  10-15 7.5 2000BIDS-20 15-20 7.7 2000BIDS-25 20-25 7.8 2000

Super Duty- Capacity 33 to 363 lbs (15 to 165 kg)
! Safety device prevents load dropping due to spring breakage.
! Manual locking device for instant clamping or release
! Anti-friction cable guide
! Cable replacement without balancer disassembly
! Optional  floor controlled locking devide available (BIL - 7343)
! Precision guided cable winding prevents jamming
! Alignable rotating upper hook
! Worm screw capacity adjustment
! Cable visible for inspection
! Other sizes available on request
SUPER DUTY SPECIFICATIONSModel Capacity Weight Liftno. kg kg mm
BSD-20 15-20 19 2500BSD-30 20-30 19.8 2500BSD-40 30-40 20.8 2500BSD-50 40-50 23.9 2500BSD-60 50-60 25.4 2500BSD-20 15-20 19.1 3000BSDL-35 20-25 19.9 3000BSDL-35 25-35 20.9 3000

SUPER DUTY SPECIFICATIONS Model Capacity Weight Liftno. kg kg mm
BSD-70 60-70 26.8 2500BSD-100 90-100 35.6 2500BSD-120 100-120 38.7 2500BSD-140 120-140 41.8 2500BSD-150 130-150 44.5 2500BSD-165 150-165 48.2 2500BSD-100 90-100 36.8 3000BSDL-115 110-115 38.7 3000BSDL-130 115-130 39.9 3000BSDL-140 130-140 42.8 3000BSDL-150 140-150 45.6 3000

HEAVY DUTY Hand-held Grease GunThis heavy-duty grease gun has a comfort grip handle and can develop up to 10,000 psi.Features include an easy-to-load locking plunger, anergonomic T-handle, and a filler nipple and air vent are included. The 550 comes standard with a 6" angle extension and an 18" whip hose, both with a 4-jaw coupler.

Hand-held Grease Guns550 Heavy N/A 10,000 4-jaw 6" extension & 18" hose570 Heavy N/A 7,500 4-jaw 4" extension & 18" whip hose590 Heavy 150 6,000 4-jaw 6" extension5190 Super 150 6,000 4-jaw 6" extension

SUPER-DUTYHand-held Grease GunA new, ergonomic design, this pneumatic grease gun gives added flexibility to get any grease fitting. The larger handle improves comfort, while still packing a 40:1 pressure ratio punch and all the standard features of Ingersoll-Rand grease guns.
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STALL TORQUEIngersoll Rand Wadco air motors provide compact, light weight and safe source of smooth vibrationless power. Air motors can not be damaged by overloading, frequent and continous stalling or unlimited reversals.Air motors are unaffected by hot, corrosive or wet atmospheres, shocks and vibrations, thereby making them suitable for operations in hazardous areas.A typical performance curve for air motors is shown in the figure.High power to weight ratio, easy installation, portability, minimum maintenance and simple controls are other features that make Ingersoll Rand air motors an attractive option for a number of industrial applications.

2 M 3
02 - 50

Model Length
mm

Weight
kg

MaxPowerHP
FreeSpeedrpm

Speed AtMax Powerrpm
Torque AtMax Powerrpm

StallTorqueNm0.28 - 0.32 HP Non-Reversible, Flange Mounted2M-552M-902M-2252M-4002M-6002M-10002M-25002M-4000

180180180150150150125125

1.11.11.10.80.80.80.50.5

0.280.290.300.300.310.310.320.32

6510075450700110030004500

304513522535055015002250

74.548.815.99.56.44.11.51.1

0.38 - 0.44 HP Non-Reversible, Flange Mounted202M-50202M-80202M-200202M-350202M-550202M-850202M-2250202M-3500

190190190160160160135135

1.31.31.31.01.01.00.70.7

0.380.390.410.410.420.430.430.44

5590225400600100027004200

253511020030050013502100

119.277.226.714.710.16.12.31.5

0.83 - 0.86 HP Non-Reversible, Flange Mounted3M-2403M-4503M-800
190190190

1.81.81.8
0.830.850.86

270500950
135250475

43.924.312.9
84.048.823.0

112.576.332.818.612.37.73.11.9

**

177.5120.651.530.519.712.94.73.1

**

Model BodyDia AirConsumption(1)           (2)
AirInlet HoseBore Spindle Moun-tingFlange

2M22M202M2202M3M33M

404040405052

161616164239

111111113128

1/4 BSP1/4 BSP1/4 BSP1/4 BSP1/4 BSP1/4 BSP

66661212

Dia 9.5/9.52 1/8" SQ KEYDia 9.5/9.52 1/8" SQ KEYThreaded Spindle 1/2"x 20 UNFDia 9.5/9.52 1/8" SQ KEYThreaded Spindle 1/2"x 20 UNFDia 12.7h7 KEY TYPE

AABBBB

* For Safe working limit maximum torque to 88.3NmStarting Torques are approx. 75% of stall torques

(1) Value in cfm at free speed                 (2) Value in cfm at max. power
Model numbers in bold face are fast moving and will be available on shorter. deliveryAll performances figures are at 6.3kg/cm  (90PSI), which is optimum operating air pressure. 
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Reversible Models are also available.Models : 22M - 360/540/900/2250/3600Horse Power Range : 0.26 - 0.28Stall Torque Range (Nm) : 14.9 - 1.6

Reversible Models are also available.Models : 2202M-320/480/750/2000/3200Horse Power Range : 0.36 - 0.38Stall Torque Range (Nm) : 27.1 - 2.7

Reversible Models are also available.Models : 33M-220/405/720Horse Power Range : 0.72 - 0.75Stall Torque Range (Nm) : 65.7 - 19.9

PP9903-120 : 50 kg Grease Package
50:1 Grease Pump (WLM2250E-32)Follower PlateGrease Gun With Z- Swivel4' Material Hose , 1/4" Dia R2 Rating
Wheel Mounted Bucket (50 kg)

Consists of ;

Fitter Regulator and 5 Meter Coiled Hose

PP9903-400 : 220 kg Grease Package
50:1 Grease Pump (WLM2250E-42)Drum CoverFollower PlateGrease Gun With Z- Swivel4' Material Hose , 1/4" Dia R2 Rating

Consists of ;

Fitter Regulator and 5 Meter Coiled Hose

GREASE PACKAGES

LUBRICATION EQUIPMENT
Piston Pumps for grease ... or for motor oil, gear oil and transmission fluid

Unique design improves flow, reduces pulsation and extends service life50 percent fewer parts than comparable pumpsFast, easy In - line service with no special tools requiredStall Free, ice free air motor with tough durable housing
Diaphragm Pumps for drum use with oil and other light fluids... or for direct use with antifreeze, water, windshield cleaning fluid and waste oil

Patented unstallable air valve applies constant pressure to ensure resetsBolted construction provides better joint integrity and fast, easy servicing, while helping to eliminate material spills and leaksNo lubrication or complex control requiredVariable flow rates, by adjusting air pressure
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Ingersoll-Rand lubrication equipment reflects the same high standards of performance asIR tools and air compressors, with a full range of products that will keep all types of fluids moving efficiently They are backed by more than 70 years of experience in pump and air system technology and include models specifically designed for popular applications.
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Models shown above are a representative selection of our extensive range. 
Please contact Ingersoll Rand for details on additional models.

For 16 kg. Package order PP9903-35

PP9902 :*Preset Qty dispensing PackageConsists of ; 3:1 Oil Pump (WLM2203A-42)Control Handle Meter (Digital Preset Meter)6' Material Hose 1/2" Dia R6 RatingFitter Regulator and 5 Meter Coiled Hose

MOTOR OIL, GEAR OIL, TRANSMISSION FLUID PACKAGES

PP9902-NP : Non Preset Qty dispensing PackageConsists of ;3:1 Oil Pump (WLM2203A-42)Control Handle (Mechanical Non-preset Meter)6' Material Hose 1/2" Dia R6 RatingFitter Regulator and 5 Meter Coiled HosePP9902-NM : Dispensing Package with non drip NozzleConsists of ; 3:1 Oil Pump (WLM2203A-42)Control Handle Non Drip Type (No Meter)6' Material Hose 1/2" Dia R6 RatingFitter Regulator and 5 Meter Coiled Hose*Please order PP9901, package for weights & measures approved digital preset meter.


